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The 225L Bordeaux barrel is at the heart 
of the Tonnellerie Radoux range. It is 
meant for traditional aging.

The Bordeaux 225 litres 

Transport 27mm

Château Ferrée

Transport 22mm

Château Tradition

CAPACITY (L) 225

LENGTH OF STAVES (CM) 95

DIAMETER OF BILGE (CM) 68,5

DIAMETER AT HEAD (CM) 57,2

THICKNESS OF STAVES (MM) 25/27

GALVANISED HOOPS 6/8

CHESTNUT HOOPS -

BUNG HOLE (MM) 50

PINE BAR -

WEIGHT (KG) 47

CAPACITY (L) 225

LENGTH OF STAVES (CM) 95

DIAMETER OF BILGE (CM) 69,7

DIAMETER AT HEAD (CM) 57,2

THICKNESS OF STAVES (MM) 20/22

GALVANISED HOOPS 6/8

CHESTNUT HOOPS -

BUNG HOLE (MM) 50

PINE BAR yes

WEIGHT (KG) 46

CAPACITY (L) 225

LENGTH OF STAVES (CM) 95

DIAMETER OF BILGE (CM) 67,5

DIAMETER AT HEAD (CM) 55,5

THICKNESS OF STAVES (MM) 20/22

GALVANISED HOOPS 6/8

CHESTNUT HOOPS -

BUNG HOLE (MM) 50

PINE BAR -

WEIGHT (KG) 41

CAPACITY (L) 225

LENGTH OF STAVES (CM) 95

DIAMETER OF BILGE (CM) 69,7

DIAMETER AT HEAD (CM) 57,2

THICKNESS OF STAVES (MM) 20/22

GALVANISED HOOPS 6

CHESTNUT HOOPS 4

BUNG HOLE (MM) 50

PINE BAR yes

WEIGHT (KG) 46

225L TRANSPORT 
27MM

TRANSPORT 
22MM

CHÂTEAU
FERRÉE

CHÂTEAU
TRADITION

EXTRA FINE X-BLEND  — — 
SUPER FINE BLEND    
FRENCH OAK TIGHT GRAIN    
FRENCH OAK ALLIANCE/MIXED (MEDIUM AND TIGHT GRAIN)   — —

FRENCH OAK MEDIUM GRAIN  — — —

AMERICAN OAK  — — —

EASTERN EUROPEAN OAK  — — —

The OakScan® process is systematically applied to all Radoux’s French oak barrels. 

Tailored selections can also be offered on barrels marked 


